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Your Source of Energy

About Us ) REWER

KJ Power Generator manufactures 10 kVA — 2500 kVA diesel generator sets, soundproof canopies any type of control and
power transmission boards and synchronization systems in its 10.000 m2 production facility located nearby Sabiha Gokcen
International Airport at Kurtkdy, Istanbul.

KJ Power Generator, existing in the leading generator companies in Turkey, supplies the energy requirements of construction,
oil, food, health, entertainment, telecommunication sectors and lots of industry sectors, and state institutions and
organizations, in more than 60 countries, through its sales and after sales services.

KJ Power Generator, exporting 70% of its products, takes firm steps toward its target of becoming an “source of energy”
in more countries, with its diesel generator sets and optional equipment produced under the quality standards of the world,
following the international fairs closely.

KJ Power Generator, through its trained and expert staff, produces diesel generator sets and offers to its customers that

are proper for operating in all climate conditions with high performance, in its assembly lines equipped with the high-grade
devices that it owns. KJ Power Generator who made the unconditional customer satisfaction and quality a principle, have been
performing, very punctiliously, all required function, performance and safety tests of all of the products that it manufactures,

at all stages of production -from access controls to end product controls- by means of its expert quality control staff, using its
high technology test devices, since 1996, the date when it went into action.

KJ Power Generator, evidencing its management systems by the worldwide accepted certificates of ISO 9001:2008, ISO
14001:2004, OHSAS 18001:2007, has put its products, manufactured in accordance with the standards of Turkish Standards
Institution (TSI) and CE, into the domestic and abroad markets with ” KI POWER GENERATOR?” trademarks certified by
Turkish Patent Institute; and has the honor of being the generator supplier of the institutions of the country like Ministry of
Defense, Ministry of Health, Ministry of National Education, Land Forces, Naval Forces and Air Force of Republic of Turkey.

KJ Power Generator, reviewing its aims and policies periodically, raises its quality bar day by day via its modernization studies
performed within the scope of its continuous improvement aim and takes firm steps forward to be a global brand.
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pUWER

(U™ senenator
Perkins Heavy Duty Diesel Engine
4 Stroke, Water Cooled

Dry - Type, Changeable Air Filter
12/24V Electrical System

1500 R.P.M.

Tropical Type Radiator

groneR Qrwer

400/230V 50Hz ) s:u:mon. i
Complies With VDE 0530 & 1EC 34-1 Standards | :_ ol 2
Brushless, Synchron Type, Single Bearing : =

Self Excitation

Automatic Voltage Regulator (AVR)
Protection Class: IP23

Insulation Class: H
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Power Stand By

Power Prime

Output Voltage

Stand By Ampere

Prime Ampere

Dimension Without Canopy
Dimension With Canopy
Weight Without Canopy
Weight With Canopy
DIESEL ENGINE

Brand

Model

Engine Power Stand By
Revolution Per Minute
Total Displacement
Cylinders Orientation

Bore x Stroke

Compression Ratio
Governor Type

Aspration System

Injection

Cooling System

Electrical System

Lub-Oil Capacity

Engine Coolant Capacity
Fuel Tank Capacity

Max. Allowed Back Pressure
Exhaust Gas Temperature  (max)
Exhaust Gas Flow (max)
Cooling Fan Air Flow

Fuel Consumption %100

Fuel Consumption %75

Fuel Consumption %50
ALTERNATOR

Output Voltage

Frequency

Stationary Voltage Regulation
Short Circuit Current
Insulation

Protection

Efficiency

Overloading

Power Factor

Total Harmonic Distortion Rate
Connection Type

Number of Pole

Number of Bearing

(kVA / kW)
(kVA / kW)
v)

(cos Phi=0,8) A
(cos Phi=0,8) A
(WxLxH) mm
(WxLxH) mm
(kg)

(kg)

(kWm / hp)
(rp.m.)
(8]

(mm x mm)

(VDQ)
L
((8)

L
(kPa)
Q)
(m*/min)
(m?/min)
(L/h)
(L/h)
(L/h)

(V)

(Hz)
()

(%)

(cos Phi)

10/8 15/12
9/7 13/104
400/230 400/230
14 22
13 19
950x1600x1200
950x1900x1500
342 342
620 620
Perkins Perkins
403A-11G1 403A-15G1
9,2/124 13,5/18
1500 1500
11 1,496
3 Single Line
77 x81 84 x90
231 22,51
Mechanic Mechanic
Natural Natural
Direct Direct
12 12
49 6
52 6
66 66
4 4
400 450
5 5
47 50
3 37
23 28
17 2
400/230 400/230
50 50
1% 1%
>300% >300%
H H
P23 P23
86,2 86,6
08 08
THF<2% THF<2%
Star Star
4 4
Single Single

22/18
20/16
400/230
32
29
950x1850x1400

33/26
30/24
400/230
47
43
950x2070x1600

950x2000x1450  950x2100x1600

590
740

Perkins
404A-22G1
20,3/27,2

1500
2,216
4Single Line
84x100
23,3:1
Mechanic
Natural
Direct

12

53
4
2,9

400/230
50
1%

08
THF<2%
Star
4
Single

685
950

Perkins
1103A-33G
30,0/40,0
1500
33
3Single Line
105x 127
19,25:1
Mechanic
Natural
Direct

12
79
10,2
83
8
500
57
53
71
54
39

400/230
50
1%
>300%
H
P23
88,1

08
THF<2%
Star
4
Single

50/40
45/36
400/230
72
65
1000x2200x1700

810
1050

Perkins
1103A-33TG1
46,5/62,4

1500
33
3Single Line
105x127
17,25:1
Mechanic
Turbo Charge
Direct

12
7,9
10,2
176
10
492
7
53
10,7
82
57

400/230
50
1%
>300%
H
P23
89,1

08
THF<2%
Star
4
Single

66/52,8 71/57
60/48 65/52
400/230 400/230
95 103
87 94
1000x2200x1850
1000x2400x1800
930 1020
1160 1250
Perkins Perkins
1103A-33TG2  1104A-44TG1
60,5/81,1 65,5/88
1500 1500
33 44
3SingleLine  4Single Line
105x127 105x 127
17,25:1 17,25:1
Mechanic Mechanic
Turbo Charge  Turbo Charge
Direct Direct
12 12
79 8
10,2 13
176 176
10 10
557 515
10,1 10,5
89 89
139 14,8
104 1,2
7.2 8
400/230 400/230
50 50
1% 1%
>300% >300%
H H
P23 P23
90,2 90,7
08 0,8
THF<2% THF<2%
Star Star
4 4
Single Single

88/70 110 /89,6
80/64 1014 /814
400/230 400/230
127 159
115 144
1100x2250x1700
1100x2550x1900
980 1150
1300 1270
Perkins Perkins
1104A-44TG2  1104C-44TAG2
80,7/108,2 103/138
1500 1500
44 4,41
4SingleLine  4Single Line
105x 127 105x127
17,25:1 18,2 :1
Mechanic Electronic
Turbo Charge  Turbo AAC
Direct Direct
Water Cooled
12 12
8 8
13 12,6
190 190
10 18
555 514
12,5 15,2
89 165
18,7 226
14 171
9,7 1,2
400/230 400/230
50 50
1% 1%
>300% >300%
H H
P23 P23
90,5 90,5
110 % For 1 Hour
08 08
THF<2% THF<2%
Star Star
4 4
Single Single
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150/120 165/132
135/108 150/120
400/230 400/230
217 238
195 217
1100x2600x1850
1100x3100x1850
1515 1575
1790 1850
Perkins Perkins
1106A-70TG1 1106A-70TAG2
135,8/182 153,6 /206
1500 1500
7 7,01
6SingleLine  6Single Line
105x 135 105x135
18,2:1 16:1
Electronic Electronic
Turbo AAC Turbo AAC
Direct Direct
12 12
18 16,5
21 21
247 247
18 20
520 525
16 16
185 185
30,2 33,4
22,7 247
15,9 164
400/230 400/230
50 50
1% 1%
>300% >300%
H H
P23 P23
93,2 93,2
08 0,8
THF<2% THF<2%
Star Star
4 4
Single Single

200/160 225/176
180/144 200/160
400/230 400/230
289 325
260 289
1200x2750x2100
1200x3300x2100
1910 2000
2250 2320
Perkins Perkins
1106A-70TAG3  1106A-70TAG4
175,8/241,1 199/267
1500 1500
7,01 7
6SingleLine  6Single Line
105x 135 105x 135
16:1 16,1:1
Electronic Electronic
Turbo AAC Turbo AAC
Direct Direct
12 24
16,5 4
21 44
367 367
21 21
544 555
18,3 19
220 223
398 45,2
30,7 35
19,6 24
400/230 400/230
50 50
1% 1%
>300% >300%
H H
P23 P23
92,4 92,7
08 08
THF<2% THF<2%
Star Star
4 4
Single Single

250/200 275/220
230/184 250/200
400/230 400/230
361 397
332 361
1300x3100x2010
1300x3700x2350
2040 2260
2400 2620
Perkins Perkins

1506A-E88TAG2
222/298
1500
88
6Single Line
112x149
16,1:1
Electronic
Turbo AAC
Direct

400/230
50
1%
>300%

P23
93

08
THF<2%
Star
4
Single

1506A-E88TAG3
244/327
1500
88
6Single Line
112x 149
16,1:1
Electronic
Turbo AAC
Direct

400/230
50
1%
>300%
H
P23
93,4

08
THF<2%
Star
4
Single

300/240 330/264
275/220 300/240
400/230 400/230
433 477
397 433
1400x3100x2010
1400x3900x2350
3100 3100
3650 3650
Perkins Perkins

1506A-E88TAG4
267/358
1500
88
6Single Line
112x 149
16,1:1
Electronic
Turbo AAC
Direct

400/230
50
1%
>300%
H
P23
937

08
THF<2%
Star
4
Single

1506A-EB8TAGS
293/393
1500
88
6Single Line
112x149
16,1:1
Electronic
Turbo AAC
Direct

400/230
50
1%
>300%
H
P23
93,7

08
THF<2%
Star
4
Single



Your Source of Energy

A
KJP Perkins Series 3s5-2500 kva P(/@

g3 Perkins

Perkins Heavy Duty Diesel Engine
4 Stroke, Water Cooled

Dry - Type, Changeable Air Filter
24V Electrical System

1500 R.P.M.

Tropical Type Radiator

Alternator

400/230V 50Hz

Complies With VDE 0530 & 1EC 34-1 Standards
Brushless, Synchron Type, Single Bearing

Self Excitation

Automatic Voltage Regulator (AVR)

Protection Class: IP23

Insulation Class: H
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KJ P Perkins Series 385-2500 kva
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Technical Specifications KJP385 | KJP45 KJP500 | KJP5 KJP660 | KJP725 KJP900 KJP1000 | KJP112
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GENERATOR

P 1250 | KJP1385| KJP1500| KJP1650 KJP1900

Your Source of Energy

GROUP

Power Stand By (KVA/kw) 385/308 450/360 500/400 550/440 660/528 725/580 825/660 900/720 1000/800 1125/900 1250/1000 1385/1108 1500/1200 1650/1320 1900/1520 2050/1640 2250/1640 2500/2000
Power Prime (kVA/kw) 350/280 400/320 455/364 5007400 600/480 650/520 750/600 820/656 900/720 1022/818 1136/910 1250/1000 1360/1088 1500/1200 1710/1368 1863/1490 2045/1636 2250/1800
Output Voltage v) 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230
Stand By Ampere (cos Phi=0,8) A 556 650 722 795 954 1048 192 1296 1445 1625 1806 2000 2168 2384 2746 2962 3260 3612
Prime Ampere (cos Phi=0,8) A 505 578 657 722 867 939 1084 1180 1300 1476 1641 1806 1965 2168 2471 2700 2963 3251
Dimension Without Canopy (WxLxH) mm 1450x3550x2550 1600x3700x2200 2100x4000x2400 2100x5200x2550 2300x5200x2700 2300x5200x2700 2400x6000x2700

Dimension With Canopy (WxLxH) mm 1450x4400x2650 1600x5000x2700 2100x6000x2700 2300x6000x2800 2300x6000x2800 2300x9000x3000 2400x12000x3500

Weight Without Canopy (kg) 3220 3570 4025 4225 4480 5220 6360 6700 7270 9020 10250 10500 11000 11500 12000 12500 13750 13750
Weight With Canopy (kg) 3850 4200 4800 5000 5310 6050 7050 7850 9000 10750 12060 12260 12260 13000 14500 15500 16400 16500
DIESEL ENGINE

Brand Perkins Perkins Perkins Perkins Perkins Perkins Perkins Perkins Perkins Perkins Perkins Perkins Perkins Perkins Perkins Perkins Perkins Perkins
Model 2206A-E13TAG2 | 2206A-E13TAG3  2506A-EISTAG1  2506A-EISTAG2 | 2806A-E18TAG] | 2806A-E18TAG2 | 4006-23TAG2A  4006-23TAG3A 4008TAGIA 4008TAG2A 4008-30TAG3 | 4012-46TWG2A | 4012-46TWG3A = 4012-46TAG2A | 4012-46TAG3A 4016TAGIA 4016TAG2A 4016-61TRG3
Engine Power Stand By (kwm / hp) 368/493 413/554 451/605 495/644 593/785 609/817 695/932 760/1019 844/1132 947/1270 1055/1408 1166/1563 1263/1694 1395/1870 1583/2123 1690/2264 1715/2300 2083/2791
Revolution Per Minute (rp.m) 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500
Total Displacement (8] 12,5 155 15,2 15,2 181 18,1 22,921 22,921 30,561 30,561 30,5 45,842 45,842 45,842 45,842 61,123 61,123 61,123
Cylinders Orientation 6SingleLine  6SingleLine | 6SingleLine  6SingleLine | 6SingleLine | 6SingleLine  6SingleLine ' 6SingleLine ' 8SingleLine = 8SingleLine 8 Single Line 12VType 12VType 12VType 12VType 16V Type 16V Type 16V Type
Bore x Stroke (mm xmm) 130x 157 130x 157 137x171 137x171 145x 183 145x 183 160x 190 160x 190 160x 190 160x 190 160 x 190 160x 190 160x 190 160x 190 160x 190 160x 190 160 x 190 160 x 190
Compression Ratio 16,3:1 16,3:1 16:1 16:01 14,5:1 14,5:1 13,6:1 13,6:1 13,6:1 13,6:1 13,111 13,6:1 13,6:1 13,6:1 13,6:1 13,6:1 13,6:1 13,6:1
Governor Type Electronic Electronic Electronic Electronic Electronic Electronic Electronic Electronic Electronic Electronic Electronic Electronic Electronic Electronic Electronic Electronic Electronic Electronic
Aspration System Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC Turbo AAC
Injection Direct Direct Direct Direct Direct Direct Direct Direct Direct Direct Direct Direct Direct Direct Direct Direct Direct Direct
Cooling System Water Cooled

Electrical System (VDCO) 24 24 24 24 24 24 24 24 24 24 24 24 24 24 24 24 24 24
Lub-Oil Capacity (8] 40 40 62 62 62 62 n3 134 153 153 153 177 177 177 177 237,2 237,22 237,2
Engine Coolant Capacity L 514 514 58 58 61 61 105 105 143 143 143 201 196 207 207 316 315 260
Fuel Tank Capacity (L 678 678 760 760 1016 1016 877 877 1440 1440 1440 1440

Max. Allowed Back Pressure (kPa) 22 22 23 24 24 24 25 25 27 27 27 29 30 32 32 34 34 32
Exhaust Gas Temperature  (max) °C) 570 582 570 550 568 568 430 430 445 451 451 459 459 460 455 460 470 775
Exhaust Gas Flow (max) (m?/min) 45 65 70 78 96 96 180 180 190 196 196 201 215 215 226 253 253 260
Cooling Fan Air Flow (m*/min) 377 450 605 650 702 702 1200 1200 1305 1350 1350 1600 1770 1956 2004 2394 2394 2440
Fuel Consumption %100 (L/h) vl 81 95 100 123 99 155 194 240 218 244 207 283 249 310 308 213 3N
Fuel Consumption %75 (L/h) 54 62 72 76 90 97 17 130 162 143 188 196 213 234 275 198 n 344
Fuel Consumption %50 (L/h) 37 42 50 53 61 66 80 90 m 98 120 143 151 157 187 104 216 234
ALTERNATOR

Output Voltage V) 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230
Frequency (H2) 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50
Stationary Voltage Regulation () 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1%
Short Circuit Current >300% >300% >300% >300% >300% >300% >300% >300% >300% >300% >300% >300% >300% >300% >300% >300% >300% >300%
Insulation H H H H H H H H H H H H H H H H H H
Protection P23 P23 P23 P23 P23 P23 P23 P23 P23 P23 P23 P23 P23 P23 P23 P23 P23 P23
Efficiency (%) 93,5 94 94,4 944 95 95,1 94,7 94,7 95,4 95,4 95,4 94,6 95,9 95,9 96 96 95 95,4
Overloading 110 % For 1 Hour

Power Factor (cos Phi) 08 08 08 08 08 08 08 08 08 08 08 08 08 08 08 08 038 08
Total Harmonic Distortion Rate THF<2% THF<2% THF<2% THF<2% THF<2% THF<2% THF<2% THF <2 % THF<2% THF<2% THF<2% THF<2% THF<2% THF<2% THF<2% THF <2% THF<2% THF<2%
Connection Type Star Star Star Star Star Star Star Star Star Star Star Star Star Star Star Star Star Star
Number of Pole 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4
Number of Bearing Single Single Single Single Single Single Single Single Single Single Single Single Single Single Single Single Single Single
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DIAMOND
DIESEL

Diamond Heavy Duty Diesel Engine
4 Stroke, Water Cooled

Dry - Type, Changeable Air Filter
12V Electrical System

1500 R.P.M.

Tropical Type Radiator

Alternator

400/230V 50Hz

Complies With VDE 0530 & 1EC 34-1 Standards
Brushless, Synchron Type, Single Bearing

Self Excitation

Automatic Voltage Regulator (AVR)

Protection Class: IP23

Insulation Class: H
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Your Source of Energy

Technical Specifications KJT12 KJT15 KJT20 KJT 25 KJT 31 KJT45

GROUP

Power Stand By (kVA / kW) 12/10 15/12 20/16 25/20 31/25 45/36
Power Prime (kVA/ kW) 1/9 13,5/11 18/14,5 23/18,5 28/23 40/32
Output Voltage v) 400/230 400/230 400/230 400/230 400/230 400/230
Stand By Ampere (cos Phi=0,8) A 17 22 29 36 48 65
Prime Ampere (cos Phi=0,8) A 16 20 26 33 40 58
Dimension Without Canopy (WxLxH) mm 850x1350x1300 850x1350x1300 950x1780x1300 950x1780x1300 950x1780x1300 1000x2000x1560
Dimension With Canopy (WxLxH) mm 880x1430x1170 880x1430x1170 950x2000x1450 950x2000x1450 950x2000x1450 1000x2400x1800
Weight Without Canopy (kg) 500 525 540 600 700 797
Weight With Canopy (kg) 650 680 820 820 900 1025
DIESEL ENGINE

Brand Diamond Diesel Diamond Diesel Diamond Diesel Diamond Diesel Diamond Diesel Diamond Diesel
Model 380D 480D 485D 490D 498D 4105D
Engine Power Stand By (kWm / hp) 10/13,5 14/19 17/23 21,3/28,5 30/40 29/52
Revolution Per Minute (rp.m.) 1500 1500 1500 1500 1500 1500
Total Displacement (9] 1,809 1,809 2,043 2,54 3,168 4,087
Cylinders Orientation 3Single Line 4Single Line 4Single Line 4Single Line 4Single Line 4Single Line
Bore x Stroke (mm xmm) 80x90 80x90 85x95 90x 100 98x 105 105x 118
Compression Ratio 181 18,1 181 181 181 171
Governor Type Mechanic Mechanic Mechanic Mechanic Mechanic Mechanic
Aspration System Natural Natural Natural Natural Natural Natural
Injection Direct Direct Direct Direct Direct Direct
Cooling System Water Cooled Water Cooled Water Cooled Water Cooled Water Cooled Water Cooled
Electrical System (VDC) 12 12 12 12 12 12
Lub-0il Capacity (8] 8 8 8 8 8 12
Engine Coolant Capacity (L 12 12 14 14 14 15

Fuel Tank Capacity L 52 52 83 83 83 176
Max. Allowed Back Pressure (kPa) 6 6 6 6 6 6
Exhaust Gas Temperature  (max) [{e] 550 550 550 550 550 550
Exhaust Gas Flow (max) (m?*/min) 68 93 13 146 166 252
Cooling Fan Air Flow (m*/min) 6 6 6,3 7 7 10,6
Fuel Consumption %100 (L/h) 335 41 5,28 6,48 71 10

Fuel Consumption %75 (L/h) 28 34 39 48 52 7,2

Fuel Consumption %50 (L/h) 1,6 2 2,41 3,12 35 5
Output Voltage v) 400/230 400/230 400/230 400/230 400/230 400/230
Frequency (Hz) 50 50 50 50 50 50
Stationary Voltage Regulation ) 1% 1% 1% 1% 1% 1%
Short Circuit Current >300% >300% >300% >300% >300% >300%
Insulation H H H H H H
Protection P23 P23 P23 P23 P23 P23
Efficiency (%) 816 82,2 84,5 86,5 87 90,2
Overloading 110 % For 1 Hour 110 % For 1 Hour 110 % For 1 Hour 110 % For 1 Hour 110 % For 1 Hour 110 % For 1 Hour
Power Factor (cos Phi) 08 08 0,8 08 08 08
Total Harmonic Distortion Rate THF<2% THF<2% THF<2% THF<2% THF <2% THF<2%
Connection Type Star Star Star Star Star Star
Number of Pole 4 4 ks 4 4 4
Number of Bearing Single Single Single Single Single Single
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A

Alpha-R
diese.]l
S
Wgl Engine
)
) . .
LLI Alpha-R Heavy Duty Diesel Engine
Ky 4 Stroke, Water Cooled www.kj.com.tr
O Dry - Type, Changeable Air Filter
D 12/24V Electrical System
Q 1500 R.P.M.
= Tropical Type Radiator
%)
OB Alternator
_
=)
O 400/230V 50Hz
P Complies With VDE 0530 & 1EC 34-1 Standards
Brushless, Synchron Type, Single Bearing
Self Excitation
Automatic Voltage Regulator (AVR)
Protection Class: IP23
Insulation Class: H
10/
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Technical Specifications KJA40 KJA50 KJAS55 KJA75 KJA 94 KJAT10 KJA150 KJA175

GROUP

Power Stand By (kVA/kW) 40/32 50/40 55/50 75/60 94/75 110/88 150/120 175/140
Power Prime (VA / kW) 36/29 45/36 50/40 68/54 85/68 100/79 135/108 158/126
Output Voltage (V) 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230
Stand By Ampere (cos Phi=0,8) A 58 72 80 108 136 159 217 253
Prime Ampere (cos Phi=0,8) A 52 65 72 98 123 145 195 228
Dimension Without Canopy (WxLxH) mm 1000x2100x1700 1000x2100x1700 1000x2100x1700 1000x2100x1700 1000x2300x1800 1100x2600x1780 1100x2600x1780 1100x2600x1780
Dimension With Canopy (WxLxH) mm 1000x2400x1800 1000x2400x1800 1000x2400x1800 1000x2400x1800 1000x2550x1860 1100x3100x1900 1100x3100x1900 1100x3100x1900
Weight Without Canopy (kg) 720 770 775 1030 1160 1200 1350 1450
Weight With Canopy (kg) 950 1050 1150 1260 1350 1550 1750 1800
DIESEL ENGINE

Brand ALPHA-R ALPHA-R ALPHA-R ALPHA-R ALPHA-R ALPHA-R ALPHA-R ALPHA-R
Model K4100D-1 K4100ZD-1 R4105D-1 R4105ZD1-1 R41051ZLD-1 R6105ZD1-1 R6105AZLD-1 R61051ZLD7
Engine Power Stand By (kWm / hp) 33-44 46-61 46-61 61-83 82,5-110 92,4-124 121-162 145-194
Revolution Per Minute (rp.m.) 1500 1500 1500 1500 1500 1500 1500 1500
Total Displacement (%) 3,61 3,61 3,61 4,33 4,33 6,49 6,75 71
Cylinders Orientation 4Single Line 4Single Line 4Single Line 4Single Line 4Single Line 6 Single Line 6 Single Line 6 Single Line
Bore x Stroke (mm x mm) 100x 115 102x 115 102x 115 105x 125 105x 135 105x 125 105x 130 105x 130
Compression Ratio 19:.01 19:01 19:01 17:01 17:01 16:01 16:01 16:01
Governor Type Mechanic Mechanic Mechanic Mechanic Mechanic Mechanic Mechanic Mechanic
Aspration System Natural Turbo Charge Turbo Charge Turbo Charge Turbo Charge Intercooled Turbo Charge Turbo Charge Intercooled Turbo Charge Intercooled
Injection Direct Direct Direct Direct Direct Direct Direct Direct
Cooling System Water Cooled Water Cooled Water Cooled Water Cooled Water Cooled Water Cooled Water Cooled Water Cooled
Electrical System (vDQ) 12 12 12 12 12 24 24 24
Lub-Oil Capacity L 13 14 14 14 14 18 18 18
Engine Coolant Capacity (%] 17 17 17 19 20 29 29 29

Fuel Tank Capacity L 176 176 176 176 190 247 247 247
Max. Allowed Back Pressure (kPa) 33 33 4 4 4 5 5 5
Exhaust Gas Temperature  (max) °C) 470 600 600 600 600 600 600 600
Exhaust Gas Flow  (max) (m*/min) 213 2,34 2,62 3,97 531 595 7.8 94
Cooling Fan Air Flow (m*/min) 125 125 174 174 174 210 210 210
Fuel Consumption %100 (L/h) 8,71 10,2 1,2 14,3 18 21,8 278 324
Fuel Consumption %75 (L/h) 6 8 8,2 10,9 13,5 15 21 24,5
Fuel Consumption %50 (L/h) 38 49 5 71 89 9,6 13,2 15,8
Output Voltage (V) 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230
Frequency (H2) 50 50 50 50 50 50 50 50
Stationary Voltage Regulation () 1% 1% 1% 1% 1% 1% 1% 1%
Short Circuit Current >300% >300% >300% >300% >300% >300% >300% >300%
Insulation H H H H H H H H
Protection P23 P23 P23 P23 P23 P23 P23 P23
Efficiency (%) 86,9 89 92 90,7 90,9 91,2 92,6 92,7
Overloading 110 % For 1 Hour 110 % For 1 Hour 110 % For 1 Hour 110 % For 1 Hour 110 % For 1 Hour 110 % For 1 Hour 110 % For 1 Hour 110 % For 1 Hour
Power Factor (cos Phi) 08 08 0,8 0,8 08 08 08 08
Total Harmonic Distortion Rate THF<2% THF<2% THF<2% THF <2% THF<2% THF <2% THF<2% THF<2%
Connection Type Star Star Star Star Star Star Star Star
Number of Pole 4 4 4 4 4 4 4 4
Number of Bearing Single Single Single Single Single Single Single Single

info@kj.com.tr | www.kj.com.tr






